CUTGROUT F.C.

PRODUCT DESCRIPTION

CUTGROUT F.C. (Fast Cure) is a two Pack Solvent free non-shrink Epoxy Resin
System

RECOMMENDED USES

For Grouting Anchor Bolts, Rail Saddles, Crushers, Compressors, Generators,
Pillars etc.

TECHNICAL INFORMATION

COLOUR
SOLIDS (% BY VOLUME)

SPECIFIC GRAVITY

GREY
100

1.6 (After Mixing)

COMPRESSIVE STRENGTH 130 MPA ASTM D695-54
FLEXURAL STRENGTH 48 MPA ASTM D638-61
APPLICATION DATA

APPLICATION METHOD Pouring

WORKING TIME 15 mins at 25C

CURE TIME 4 mins at 25C

Holes should be clean and dfry.

SURFACE PREPARATION

APPLICATION CONDITIONS

Surface must be dry and substrate should be a minimum of 6°C.

CURING TIME

Curing times are related to substrate and ambient air temperatures. 4 hrs at 25°C.

STORAGE & PACKAGING

PACKAGING

Product should be stored in dry conditions between 15°C - 30°C.
Keep container tightly sealed.

10kg /6.25 Litres.

HEALTH & SAFETY

Spillage on skin can be washed with soap and water. Eyes should be flushed
with water immediately and medical advice sought immediately.

DISCLAIMER: The information given on this data sheet is given to the best of our knowledge based on laboratory tests and
practical experience. However as the product is used under conditions beyond our control we cannot guarantee
anything but the quality of the product. We reserve the right to change the given data without notice.
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