CUTRUST ENAMEL

PRODUCT DESCRIPTION

CUTRUST Enamel is a two pack solvent based Epoxy Resin System

RECOMMENDED USES

As a tough decorative top coat on steel and concrete structures.

TECHNICAL INFORMATION

COLOUR

SOLIDS (% BY VOLUME)
SPECIFIC GRAVITY
FLASH POINT

GLOSS

CHEMICAL RESISTANCE

SOLVENT RESISTANCE

APPLICATION RANGE

THEORETICAL SPREADING RATE

Grey, Green, White, Red, Yellow, Orange, Blue, Beige
80t 1

1.27 (after mixing)

200 L2

High

Excellent

Excellent
DRY WET
75- 85um 100 um

8m? at 100 microns DFT

APPLICATION DATA

APPLICATION METHOD Spray, Brush or roller

MIX RATIO 4 parts Resin
1 part Hardener

POT LIFE (25°C) 2 hrs at 22°C

THINNER / CLEANER Cutrust Thinners

SURFACE PREPARATION Metal surfaces should be blast cleaned. Concrete surfaces should be acid
washed. On Epoxy coated surfaces Cutrust Enamel should be applied
before cure. If cured, surface should be slightly roughened.

APPLICATION CONDITIONS :  The temperature of the substrate should be minimum 10°C. Good ventilation is

necessary when the paint is used in confined spaces. Custrust Enamel should not
be exposed to water, chemicals or mechanical stress until fully cured.




DRYING TIME:

SUBSTRATE SURFACE HARD
CURED RECOATING
TEMP. DRY DRY
15°C 8 hrs 24hrs 14 days 16 hrs
250G 4 hrs 12hrs 7 days 8hrs
35C 2hrs ghrs 3 days 4hrs

RECOATING: Best intercoat adhesion occurs when the subsequent coat is applied before the preceding coat is cured.
If this time is exceeded it may be necessary to roughen the surface. Given data must be considered as

quidelines only. Actual drying time will depend on temperature, thinning, ventilation etc.

STORAGE & PACKAGING  :  The product must be stored in dry conditions at 15°C - 30°C. Kegp containers
tightly sealed.

HANDLING . Handle with care. Stir well before use.

PACKAGING CONTENT . 5L (4LResin/ 1L Hardener)

HEALTH AND SAFETY : Spray under well ventilated conditions. Do not breath or inhale mist. Spillage on

skin can be washed with soap and water. Eyes should be flushed with water
immedliately and medical advice sought immediately.

DISCLAIMER:  The information given on this data sheet is given to the best of our knowledge based on laboratory tests and
practical experience. However as the product is used under conditions beyond our control we cannot guarantee
anything but the quality of the prodluct. We reserve the right to change the given data without notice.

AluTLAss

PRODUCTS (Pty) Ltd

4 BARIUM STREET, ALRODE EXT. 7, PO. BOX 123820, ALRODE 1451
TEL: (011) 908-3406/7 FAX: (011) 908-2022/ 864-5386




