FLOORCOAT

PRODUCT DESCRIPTION

FLOORCOAT is a two pack Solvent free Epoxy Resin System designed for
application to a wide variety of floor surfaces

RECOMMENDED USES

On concrete, metal and other floor surfaces where an attractive, easy to clean,
non skid surface is required.

TECHNICAL INFORMATION

COLOUR

SOLIDS (% BY VOLUME)
SPECIFIC GRAVITY
GLOSS

WATER RESISTANCE
CHEMICAL RESISTANCE
SOLVENT RESISTANCE
ABRASION RESISTANCE

COMPRESSIVE STRENGTH

Green, Grey, Blue, White, Red, Yellow, Beige
700

7.4'- 1.5 (after mixing)

High

Excellent

Excellent

Excellent

Very Good

60 - 90 MPA ASTMA D 695-54

APPLICATION DATA

APPLICATION METHOD

WORKING TIME

CURE TIME )

Brush, roller or squegee
30 min @ 25°C

4 hrs @ 25°C Spreading Rate: 13.6m” per 10kg pack @ 500 microns

SURFACE PREPARATION

Concrete surfaces should be acid washed (4 parts water : 1 part hydrochloric
acid). Solution should be allowed to stand for #2 hrs. Concrete must then be
washed with clean water and allowed to dry. Mechanical cleaning may also
be used. Metal surfaces should be blast cleaned (SA 272).

APPLICATION CONDITIONS

Surface must be dry. Temperature of the substrate must be minimum of 6°C.
Good ventilation is necessary when the paint is used in confined areas.

PRIMER The use of an Epoxy Primer is recommended on porous surfaces and when a
heavy duty non-skid floor is required.
CURING TIME Curing times are related to substrate and ambient air temperatures. Curing will

be faster at higher temperatures and slower at lower temperatures.

STORAGE AND PACKAGING :

PACKAGING

The product must be stored at 15°C - 30°C in dry conditions. Keep containers
sealed tightly
10kg Kit

HEALTH AND SAFETY

Spillage on skin can be washed with soap and water. Eyes should be flushed with
water immediately and medical advice sought immediately. Avoid inhaling
hardener fumes

DISCLAIMER: The information given on this data sheet is given to the best of our knowledge based on laboratory tests and
practical experience. However as the product is used under conditions beyond our control we cannot guarantee
anything but the quality of the product. We reserve the right to change the given data without notice.
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